RESURFACING SCHEDULE

F.AU TOTAL SHEET
RIE. SECTION COUNTY SHEETS NO
9637 (13R) RS-1 WILLIAMSON 14 7
STA. TO STA.

FED. ROAD DIST. NO. _{ ILLINOIS | FED. AID PROJECT

BITUMINOUS BITUMINOUS STRIP BITUMINOUS PCC_SURFACE
LOCATION SURFACE COURSE | LEVELING | ‘wateriaLs | (ACGREGATE. | REFLECTIVE SURFACE REMOVAL REMOVAL TENEORARY
SUPERPAVE (PRIME_COAT) CRACK CONTROL BUTT JOINT BUTT JOINT
STATION TO STATION TON TON GALLON TON FOOT $Q_YD 300 53 Y0
STA 04+389.0 TQ STA 05+49,0 31.4 25.2 0.42 200 235 39
STA 05+49,0 TO STA 05+61.0 7.5 3.7 6.0 0.1 48
STA 05+61.0 TO STA 06+90,0 74.3 37. 1 59. 6 1. 00 516
STA 06+90,0 TO STA 25+52,5 973. 6 498.3 782.3 13,04 5588
STA 25+52.5 TO STA 26+02.5 26, 1 21.0 0. 35 150 187 33
STA 26+02.5 TO STA 26+10.5
STA 26+10.5 TO STA 26+60.5 26.1 21.0 0. 35 150 187 33
STA 26+60.5 TO STA 34+52.5 414.0 211.9 332.6 5.54 2376
STA 34+52,5 TO STA 35+02.5 26.1 21.0 0. 35 150 187 33
TOTALS 1579 751 1269 21 3178 374 472 138
EXISTING WIDTH DISTANCE WIDTH - PCC SURFACE | PCC SURFACE | BITUMINOUS e | INCIDENTAL
LOCATION SIDE ROAD APRON AT EDGE OF | FROM EDGE_ | AT END OF | SUREACE REMOVAL REMOVAL MATERIALS | ARGREGATE | BITUMINOUS
SURFACE TYPE | PAVEMENT | OF PAVEMENT |  APRON BUTT JOINT | VAR DEPTH | (PRIME COAT) SURFACING
STATION FEET FEET FEET S0 YD 50D 50 Y0 GAL TON TON
STA 5+30 RT BELCHER ST PCC/BIT 52.0 20.0 26.0 86.7 86.7 5.6 7. 80 0. 130 .3
STA 9+81 RT STOCKTON ST PCC/BIT 50.0 17.0 23.0 68.9 68. 9 6.9 6. 21 0. 103 5.8
STA 14+30 RT BOULEVARD ST PCC 86.0 4.0 80.0 36. 9 36. 9 4.2 3.32 0. 055 3.1
STA 18+55 RT GOODALL ST PCC 56.0 16.0 24.0 71.1 71.1 6.0 6. 40 0. 107 6.0
STA 22+18 RT WHITE ST PCC 53.0 16.0 21.0 65. 8 65. 8 4.7 5. 92 0. 099 5.5
STA 25+33 RT CENTRAL ST PCC/BIT 48. 0 16.0 17.0 57.8 57.8 5.1 5. 20 0. 087 4.9
STA 33+82 RT UNION ST PCC/BIT 49.0 15.0 24.0 60. 8 60. 8 8.2 5.48 0. 091 5.1
STA 5+30 LT BELCHER ST PCC/BIT 54.0 16.0 27.0 72.0 72.0 7.3 6. 48 0. 108 6.0
STA 9481 LT STOCKTON ST PCC/BIT 53.0 16.0 33.0 76. 4 76.4 6.9 6. 88 0.115 6,4
STA 14+40 LT BOULEVARD ST PCC 80.0 4.0 74.0 34.2 34. 2 7.1 3.08 0. 051 2.9
STA 19+00 LT GOODALL ST PCC 49.0 16. 0 24.0 64. 9 64. 9 5.6 5. 84 0. 097 5.5
STA 22+22 LT WHITE ST PCC/BIT 49.0 22.0 22.0 86. 8 86. 8 6.4 7.81 0. 130 7.3
STA 29+54 LT JACKSON ST PCC 82.0 1.0 82.0 8.1 16,9 0. 82 0.014 0.8
STA 33+82 LT UNION ST PCC 59.0 4.0 §5.0 25.3 25. 3 4.4 2.28 0.038 2.1
TOTALS 817 808 35 74 Z 69
NOTES: SIDE ROADS IDENTIFIED AS PCC/BIT HAVE BEEN OVERLAID WITH BITUMINOUS CONCRETE.

THEY SHALL BE RESURFACED TO THE INDICATED LIMITS.

INCLUDE THE REMOVAL OF THE BITUMINOUS CONCRETE OVERLAY.

PCC SURFACE REMOVAL ( VARIABLE DEPTH) SHALL BE USED TO PROVIDE A GRADUAL TRANSITION
FROM THE SIDE ROAD SURFACE ONTQ THE EXISTING SIDEWALK RAMPS,

THE BACK OF THE EXISTING GUTTER AT JACKSON STREET SHALL BE MILLED ACCORDING TO

THE PCC SURFACE REMOVAL SHALL

ENTRANCE DETAIL B (SHEET 13) AND WILL BE PAID FOR AS PCC SURFACE REMOVAL (VAR DEPTH).
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